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Emergency Lighting 

 

Is your event ready for an emergency? 

What happens when the lights go out............off cue? 

We can offer advice regarding emergency evacuation systems and policies. 

Providing peace of mind whatever your event. 
 

 
 

 
 

 

 
 

Maintained / Non-Maintained 

IP Bulkhead Fitting – with or without a legend 

Maintained / Non-Maintained 

IP Batten Fittings – 4ft and 5ft, Fluorescent or LED 

Maintained / Non-Maintained 

Emergency Sign with Directional Legend 
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Fitting Type Legend Available Lamp Type 

Maintained / Non Maintained IP Bulhead Fitting – 

16Amp Input & Through 

Self adhesive 

down, left, right 

8W T5 

Maintained / Non Maintained Metal Sign Fitting – 

Powercon input with 16A adaptor 

Interchangeable – 

down, left, right 

8W T5 

Maintained IP Large Format Sign, 1M x 1M, 

Powercon input with 16A adaptor 

Interchangeable – 

down, left, right 

6x 8w T5 

Maintained / Non Maintained IP 4ft Fluorescent 

Fitting – 16Amp Input and Through 

N/A 36W 

Maintained IP 5ft Batten – 16A Input and Through N/A 40 / 80W LED 

Maintained Twinhead – Internal Use – 16Amp 

Input and Through 

N/A 2x 20W Halogen 

Maintained IP Rated Twinhead – 16Amp Input and 

Through 

N/A 2x 15W LED 

 

 

Maintained Large Format IP Emergency Sign 

1M x 1M with a choice of directional legend 

approved for arenas and stadiums 

Non – Maintained Twinheads 

Available units for use indoor or external IP65 Rated units 

Contact us for information on how to make your event safe 

Remote switching and contact units available to ensure all your emergency lighting 

operates correctly in the event of a power failure 


